SMD-GD #hmiETF

A ERRIEIR2R(XTAL) Quartz Crystal

B Features

e mAsE %, RAA

BERATEICAER. FREM. BEF. B, RERAEHE
EFRFRQEFB MRS (FFS: ZL201120287271.1)
A3 . $4%1000/2000/3000PCS

Epoxy encapsulated,and low cost

Suitable for laptops,tablet PCs,bluetooths,hard disks,video system and other fields
Patented products with independent intellectual property rights(No:ZL 2011 2 0287271.1)

Packing: Tape & Reel, 1000/2000/3000 pcs per Reel

MRS Electronic Specification

B2 type SMD-GD-3225
36 Frequency Range 12,000 ~ 50.000MHz
iHRat Oscilator Mode Fundamental(AT cut) B85 ATH)
HEI2E Frequency Tolerance(at25°C) + 20ppm, +30ppm, +50ppm
EEIE Frequency Stability RERE2
THEEE Operaling Temperature Range —40°C ~ 85°C
THEE Storage Temperature Range -55°C ~ 125°C
8% Load Capacitance Custom design(8 ~ «pF )
HFhEEF Drive Level 10uW Typical (300 u W masx)
752 Shunt Capacitance 5pF max.
FEEE Agng AFIF: = 5PPMyear(max.)
W EEaE Equivalent Series Resistance(E.S.R.)
SmESEEl ay Prafitiast, Fpeem RESEE f- 1) Hrafhiat, FEE
Frequency Range Held Type Made ESR. Range Hold Type Mode ESR.
12,000 ~ 15.999MHz SMD AT Fund 800 Max. 19,000 ~ 29.990MHz SMD AT Fund 60QMax.
16,000 ~ 18.999MHz SVD AT Fund 70QMax. 30,000 ~ 54.000MHz SMD AT Fund 40QMax.
Table 1
WEESREM T (FIREBE Frequency Stability Vs Operating Temperature range
Temp.(‘C)\ppm +5 +10 +15 +20 +25 +30 +50
~101060°C A 0 0 0 o 0 6
-201070°C A 0 0 o 0 [6) [
—401085°C A o o /6 6
O:oJLHay A SHEREE Table 2
m4MER T Outline Dimensions(Unit:mm )
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Top View Crystal Connection
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Top View Suggested Layout




